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(2) through the navigational opening
of the U.S. 90 Highway Bridge: or

(3) through the navigational opening
of the Highway 182 Bridge.

(d) Towing requirements. (1) Towing on
a hawser is not authorized, except that
one self-propelled vessel may tow one
other vessel without barges upbound;

(2) A towing vessel and barges must
be arranged in tandem, except that one
vessel may tow one other vessel along-
side;

(3) Length of tow must not exceed
1,180 feet; and

(4) Tows with a box end in the lead
must not exceed 400 feet in length.

NoTE: The variation in the draft and the
beam of the barges in a multi-barge tow
should be minimized in order to avoid unnec-
essary strain on coupling wires.

(e) Horsepower Requirement. (1) The
following requirements apply to a tow-
ing vessel of 3,000 hp or less:

TABLE 165.811(e)—MINIMUM AVAILABLE
HORSEPOWER REQUIREMENT
[The greater value listed.]

Direction of tow

Daytime (sunrise
to sunset)

Nighttime (sunset
to sunrise)

Upbound ...............

Downbound ..........

400hp or (Length
of tow—300ft) x
3.

600hp or (Length
of tow—200ft) x

600hp or (Length
of tow—200ft) x
3.

600hp or (Length
of tow) x 3.

3.

NOTE: A 5% variance from the available horsepower is
authorized.

(2) All tows carrying cargoes of par-
ticular hazard as defined in §160.203 of
this chapter must have available horse-
power of at least 600 hp or three times
the length of tow, whichever is greater.

(f) Notice of Requirements. Notice that
these rules are anticipated to be put
into effect, or are in effect, will be
given by:

(1) Marine information broadcasts;

(2) Notices to mariners;

(3) Vessel Traffic Center advisories or
upon vessel information request; and

[CGD 90-020, 59 FR 36334, July 15, 1994, as

amended by CGD 95-033, 60 FR 28333, May 31,
1995; CGD08-06-023, 72 FR 27741, May 17, 2007]
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§165.812 Security Zones; Lower Mis-
sissippi River, Southwest Pass Sea
Buoy to Mile Marker 96.0, New Or-
leans, LA.

(a) Location. Within the Lower Mis-
sissippi River and Southwest Pass,
moving security zones are established
around all cruise ships between the
Southwest Pass Entrance Lighted
Buoy ‘““SW’’, at approximate position
28°52'42” N, 89°25'64” W [NAD 83] and
Lower Mississippi River mile marker
96.0 in New Orleans, Louisiana. These
moving security zones encompass all
waters within 500 yards of a cruise ship.
These zones remain in effect during the
entire transit of the vessel and con-
tinue while the cruise ship is moored or
anchored.

(b) Regulations. (1) Entry of persons
and vessels into these zones is prohib-
ited unless authorized as follows.

(i) Vessels may enter within 500 yards
but not closer than 100 feet of a cruise
ship provided they operate at the min-
imum speed necessary to maintain a
safe course.

(ii) No person or vessel may enter
within 100 feet of a cruise ship unless
expressly authorized by the Coast
Guard Captain of the Port New Orleans
or his designated representative.

(iii) Moored vessels or vessels an-
chored in a designated anchorage area
are permitted to remain within 100 feet
of a cruise ship while it is in transit.

(2) Vessels requiring entry within 500
yvards of a cruise ship that cannot slow
to the minimum speed necessary to
maintain a safe course must request
express permission to proceed from the
Captain of the Port New Orleans or his
designated representative.

(3) For the purpose of this rule the
term ‘‘cruise ship’ is defined as a pas-
senger vessel over 100 gross tons, car-
rying more than 12 passengers for hire,
making a voyage lasting more than 24
hours, any part of which is on the high
seas, and for which passengers are em-
barked or disembarked in the United
States or its territories.

(4) The Captain of the Port New Orle-
ans will inform the public of the mov-
ing security zones around cruise ships
via Marine Safety Information Broad-
casts.
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(5) To request permission as required
by these regulations contact ‘“‘New Or-
leans Traffic”” via VHF Channels 13/67
or via phone at (504) 589-2780 or (504)
589-6261.

(6) All persons and vessels within the
moving security zones shall comply
with the instructions of the Captain of
the Port New Orleans and designated
on-scene U.S. Coast Guard patrol per-
sonnel. On-scene U.S. Coast Guard pa-
trol personnel include commissioned,
warrant, and petty officers of the U.S.
Coast Guard.

(c) Authority. In addition to 33 U.S.C.
1231, the authority for this section in-
cludes 33 U.S.C. 1226.

[COTP New Orleans-02-005, 67 FR 61989, Oct.
3, 2002]

§165.813 Security Zones; Ports of
Houston and Galveston, TX.

(a) Location. Within the Ports of
Houston and Galveston, Texas, moving
security zones are established encom-
passing all waters within 500 yards of a
cruise ship between Galveston Bay Ap-
proach Lighted Buoy ‘‘GB”, at approxi-
mate position 29°21'18” N, 94°37'36” W
[NAD 83] and up to, and including,
Barbours Cut. These zones remain in
effect during the inbound and outbound
entire transit of the cruise ship and
continues while the cruise ship is
moored or anchored.

(b) Regulations. (1) Entry of vessels or
persons into these zones is prohibited
unless authorized as follows.

(i) Vessels may enter within 500 yards
but not closer than 100 yards of a cruise
ship provided they operate at the min-
imum speed necessary to maintain a
safe course.

(ii) No person or vessel may enter
within 100 yards of a cruise ship unless
expressly authorized by the Coast
Guard Captain of the Port Houston-
Galveston. Where the Houston Ship
Channel narrows to 400 feet or less be-
tween Houston Ship Channel Entrance
Lighted Bell Buoy ‘18, light list no.
34385 at approximately 29°21°06” N,
94°47°00” W [NAD 83] and Barbours Cut,
the Captain of the Port Houston-Gal-
veston may permit vessels that must
transit the navigable channel between
these points to enter within 100 yards
of a cruise ship.
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(iii) Moored vessels or vessels an-
chored in a designated anchorage area
are permitted to remain within 100
yards of a cruise ship while it is in
transit.

(2) Vessels requiring entry within 500
yards of a cruise ship that cannot slow
to the minimum speed necessary to
maintain a safe course must request
express permission to proceed from the
Captain of the Port Houston-Gal-
veston, or his designated representa-
tive.

(3) For the purpose of this section the
term ‘‘cruise ship’’ is defined as a pas-
senger vessel over 100 gross tons, car-
rying more than 12 passengers for hire,
making a voyage lasting more than 24
hours, any part of which is on the high
seas, and for which passengers are em-
barked or disembarked in the United
States or its territories.

(4) The Captain of the Port Houston-
Galveston will inform the public of the
moving security zones around cruise
ships via Marine Safety Information
Broadcasts.

(5) To request permission as required
by these regulations contact ‘“‘Houston
Traffic’ via VHF Channels 11/12 or via
phone at (713) 671-5108.

(6) All persons and vessels within the
moving security zone shall comply
with the instructions of the Captain of
the Port Houston-Galveston and des-
ignated on-scene U.S. Coast Guard pa-
trol personnel. On-scene U.S. Coast
Guard patrol personnel include com-
missioned, warrant, and petty officers
of the U.S. Coast Guard.

(c) Authority. In addition to 33 U.S.C.
1231, the authority for this section in-
cludes 33 U.S.C. 1226.

[COTP Houston-Galveston-02-010, 67 FR
64048, Oct. 17, 2002]

§165.814 Security Zones; Captain of
the Port Houston-Galveston Zone.

(a) Location. The following areas are
designated as security zones:

(1) Houston, Texas. The Houston Ship
Channel and all associated turning ba-
sins, bounded by a line drawn between
Houston Ship Channel Light 132
(LLNR-24445) and Houston Ship Chan-
nel Light 133 (LLNR-24450) west to the
T & N Rail Road Swing Bridge at the
entrance to Buffalo Bayou, including
all waters adjacent to the ship channel

723



		Superintendent of Documents
	2014-08-28T08:38:07-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




